
Applications

Type TFX 392-SK-60 /TFX 392-SK-S-60

TFX 392-SKW-T

Measuring range -50 to +300°C
Accuracy ±0.2°C ±1 digit
Resolution 0.1°C
Needle type probe stainless steel Ø 3mm, length 120mm
Sensor Pt 1000
Thermal response time (t99) 8 seconds (water)
Operating temperature -25 to +50°C
Storage temperature -25 to +60°C
Battery 3.6 V lithium
Battery life approx. 8 years
Dimensions 54 x 22 x 109mm (without probe)
Housing material ABS
Weight approx. 90g (without probe)
Protection class IP 67
Measuring rate 1 second

Technical Data

TFX 392 Series

• food industry
• butcher’s shops

• food laboratories
• food production

• food inspections

Attributes

Description Type Part No.

Thermometer, fixed probe,  TFX 392-SK-60 1340-0450
0.6 m silicone cable

Therm., pluggable probe, 0.6m silicone cable TFX 392-SK-S-60 1340-0403

Therm., pluggable probe, 1.5m teflon cable TFX 392-SKW-T 1340-0513

Frozen goods probe EB 59 1341-0670
for TFX 392-SK-S-60/TFX 392-SKW-T

• different probe variants
• robust and impact resistant

• high accuracy
• waterproof IP 67

• battery life approx. 8 years
• factory calibration certificate

Core Thermometer
TFX 392-Series 


